ArmstrongFlooring

QUIET COMFORT FLEX PRO"

QUIET COMFORT FLEX PRO™ FROM THE GROUND UP

Deliver better flooring experience with a premium underlayment engineered to support total system
performance—helping protect your installation, enhance comfort, and reduce risk from the subfloor up.

KEY BENEFITS

« Sound Reduction: Strong impact sound reduction to help
minimize footfall noise and improve overall acoustic comfort.

- Moisture Protection: Built-in moisture barrier helps protect
flooring systems from subfloor vapor emissions, reducing

installation risk and supporting long-term performance stability.

- Versatility: Suitable for radiant heat flooring systems and
floating floors.

- Compression-Stability: Engineered with high-density
construction to resist indentation and maintain floor integrity.
Can be used with attached-pad flooring.

RECOMMENDED FLOORING APPLICATIONS
+ Glue Down or Loose Lay LVT

« Rigid Core (WPC/SPC)

« HPDC®

« Hybrid Resilient Floors

« Engineered Stone

« Laminate

SPECIFICATIONS

+ 1.2 mm thickness (.047")

« High Density Polyurethane Foam
+ Roll size: 36" x 33.25" (100 sq. ft)

INSTALLATION INSTRUCTIONS

+ Make sure subfloor is clean, flat, dry, and free of all debris.

+ Begin in corner and install Quiet Comfort Flex Pro parallel to the
wall in the opposite direction you will install the floor planks.

- Leave at least 2” of excess Quiet Comfort Flex Pro up the wall and
trim after installation is complete.

« Roll out the next piece of Quiet Comfort Flex Pro, making sure the
seams are butted together. Do not overlap seams.

- Use a good quality packing tape, at least 2” wide to attach seams.

L. Visit FloorExpert.com
= For SDS or complete product, technical, installation,
maintenance, and warranty details.

QUIET COMFORT
FLEX PRO"

MADE IN THE USA

GREENGUARD is a registered trademark of UL LLC. All other trademarks owned by AHE LLC. © 2026 AHE, LLC.
Manufactured in the USA for AHF, LLC., 3840 Hempland Road, Mountville, PA USA 17554
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